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An Installed Transair System will provide a Significant Cost Savings
over all other Traditional Piping Systems
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Parker Transair Solutions

Safe & Lightweight - Transair has reduced pipe installation
weight by 260,000 tons for companies around the world!

fransair

Suitable fluids: Resistance to:
» Compressed air (dry, wet, lubricated) » Corrosion
e Vacuum * Mineral compressor oils
* Inert gases * Aggressive environments
* Synthetic compressor oils
Maximum working pressure: * Mechanical shocks
e 232* psi from -4°F to +115°F e Compressor oil carry over { :
 Vacuum level: 98.7 % (29.6"' Hg) * Thermal variations ’f%me?h‘j’”’cc’" pf.’ys’ca’ ‘,g.”d
* Working temperature: from -4°F to +140°F * Ultraviolet O S i

° it ideal for aggressive
 Storage temperature: from -40°F to +176°F industrial applications.

Stainless Steel Push to Connect Water Fittings [,

e fO corrosion

Fluids: * fo aggressive environments
* Industrial water * to mechanical shocks

» System compatible with additives (glycol or inhibitors) * to thermal variations

which prevent the formulation of algae or fungus e fo U.V.

* Lubrication oils

» Compressed air (dry, wet, lubricated)
* Vacuum

* |Inert gas (argon, nitfrogen)

Working Pressure:
* 145 psi from 14°F to 140¢°F
* 100 psi from 14oF to 194oF
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Standards Related to Transair Stainless Steel Pipe:

7 @28 a42-360 a/6-z10
Manufacturing Standards EN 10217-7 EN 10217-7 EN 10217-7
Grade EN 10088-2, 4404, AISI 316L 1.4301 / AISI 304 1,4301 / AlSI 304
Welding Standard DIN 17 457, EN 10217-7 DIN 17 457, EN 10217-7 | DIN 17 457, EN 10217-7
Tolerances DVGW-W541 EN 1127D4/T3 EN 1127D4/T3
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